
�Electr.�Digital�Scale���IP54

�� spray�water�resistant�measurement�system
�� in�horizontal�and�vertical�version
�� for�mounting�on�machine�tools,�milling�machines,�pillar�drills�
 and many other applications

�� large�LCD�display�with�clear�reading,�digit�height�15�mm
�� rail�out�of�anodized�aluminium,�max.�traversing�speed�2�m/sec.
�� with�mini�USB�data�output�to�connect�the�Electr.�Digital�Display�Unit,�with�On/Of�switch
�� zero�setting�at�any�position
�� unit�of�measurement�switchable�mm/inch
�� incl.�1x�1.5�V�battery�(type�LR44,�art.-no.:�2020192/B),

with operation manual

type V

type H type V mm / inch mm / inch mm mm
L

mm

102900 102910 200 / 8 0.01 / 0.0005 0.01 0.03 330 0.195 1094101

102901 102911 300 / 12 0.01 / 0.0005 0.01 0.04 430 0.255 1094101

102903 102913 500 / 20 0.01 / 0.0005 0.01 0.05 630 0.360 1094101

102904 102914 600 / 24 0.01 / 0.0005 0.01 0.06 730 0.400 1094101

102906 102916 999 / 39 0.01 / 0.0005 0.01 0.08 1130 0.570 1094101

type
X-axis

type
X + Y-axis mm

2029500 - 0.01 130 x 60 x 20 0.135

2029501 - 0.01 130 x 80 x 20 0.157

type H horizontal design

type V vertical design

type H
102900

102910

2029500

2029501

�Electr.�Digital�Display�Unit
 
��for�Electr.�Digital�Scale

� large LCD display with clear reading, digit height 12 mm
�� different�versions�to�choose:�with�X-�or�with�X�+�Y-�axis
�� housing�with�magnetic�back�and�backlight
�� unit�of�measurement�switchable�mm/inch,�zero�setting�at�any�position
�� with�USB�signal�transmitter�cable�(approx.�2m)�for�connection�to�the�scale�unit
�� incl.�2x�1.5�V�battery�(rechargeable),�with�charger

and operation manual


